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All Hose Assemblies compliant with Pressure Equipment Directive 2014/68/EU

We reserve the right to change hose specifi cations without prior notice

Sizes

I.D 
(mm)

O.D 
(mm)

Max Working 
Pressure (Bar)

Min Burst 
Pressure (Bar)

Min Bend Radius 
(mm)

Weight 
(Kg/Mtr)

13 23 20 60 91 0.40

19 30 20 60 133 0.60

25 37 20 60 175 0.70

32 46 20 60 224 1.30

38 52 20 60 266 1.50

51 65 20 60 357 1.90

76 92 20 60 532 3.20
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A190 - Dixon Air/Water Hose 20 Bar

A190Y - Dixon Air/Water Hose 20 Bar

A

Air / Water

Technical Characteristics

Application Robust mandrel built hose for arduous applications 
in mining and construction

Cover Black mandrel wrap, abrasion, ozone and weather 
resistant SBR

Branding DIXON LOGO, A190 AIR WATER EN 2398 2008 - 
20 BAR -  SF 3:1

Reinforcement High tensile strength textile plies

Lining Black SBR oil mist resistant

Temperature From -20°C to +70°C

Safety Factor 3:1

Technical Characteristics

Application Robust mandrel built hose for arduous applications 
in mining and construction

Cover Yellow mandrel wrap, abrasion, ozone and weather 
resistant SBR

Branding DIXON LOGO, A190 AIR WATER EN 2398 2008 - 
20 BAR -  SF 3:1

Reinforcement High tensile strength textile plies

Lining Black SBR oil mist resistant

Temperature From -20°C to +70°C

Safety Factor 3:1




